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ABSTRACT

Several versions of a continuous particle sampler had been developed
and used on cloud physics programs to collect and permit analyzing of
cloud droplets and ice crystals. The units yielded significant data but
demnonstrated various operational difficulties. The present project has
been directed at studying the fundamental factors on which the technique
is based, and at developing and testing engineering imnprovements to
the device.

A method of absolute calibration to relate replica size to original
droplet size was developed. Aspergillus niger spores, 3 microns in
diameter, do not dissolve in the solvents used to soften the Formvar
coating. These spores are mixed in the water fro-n which the droplets
are formed. Then counting the spores visible in the droplet replica
permits estimating the mass of the original droplet, The correction
factor (replica diameter/droplet diameter) is unity for stnall droplets
of diamneter thinner than the Formvar, and greater than unity for larger
droplets. The correction factor appears to be a unique function of the
final dry Formvar thickness, implying that the droplet final shape is
defined after much of the solvent has evaporated. Theoretical studios
involving a computer program were also conducted on droplet deforma-
tion as a function of water/iF ormvar solution/air interface surface
tensions.

The various interrelated problems of flocculation, encapsulation
and replication, b..l..ing, blis Lering. crystal melting and droplet
evaporation, solution blowoff, bubble formation, and film sticking are
considered, and the design of an improved device f4mi.lt--and delivered--
to NRL) is discussed. The design factors are derived both from
laboratory studies and field projects, including a set of NRL/MRI

comparison flights. I

Appendices give data on special studies and tests related to the
program: sarfact tension and viscosity of the Formvar solutions,
absorption and evaporation of the solvents, and wick design criteria.
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I. INTRODUC;TION

This is the final report. covoring the research and study program which
htau been conducted by Meteorology Research, Inc. for the Departm~ent of
the Navy, Office of Naval Research, tuidei' Contract ?4onr-38l9(OO)tX).

The scope of this contract was a study of the problem areas conn~ctod
with the design and operation of a continuous cloud particle collector or
5skflpler which wouild adequately serve Navy research needs for such air-
borne intJ~~kdiA.The continuous collect-or hiau been einployedi by
Meteorology Research, Inc. and the affiliated Atmospheric Rouearch Group
on various cloud physics projects since 1961. Its continued devrelopmnent hav
been supported by MRI, the National Science Foundation, the U. S. Army
Electronics Research and Developmennt Laboratory, and the Advanced
Research Projects Agency, as well as by tho priesent contract.

The continuous collector is a continuous version of the Formvar*
replic:ation scherne clevi sed by Schaefer (19 56). A F ormvar - folvent solution
is coated on a continuous filn- which mover, past a ulit in the airborne device,
Particles imipact on this goftviacou3 coating and are immediately completely
encapsulated by the Forrnvar solution. The solvent quickly evaporates,
leaving a hard permanent rcplica of the particle. Ice crystal replicas have
the exact particle shape; water droplet replicas can be distorted, because
surface tension effects flatten droplots which are thicker than the F ormvar
,solution. The replicas are viewed by projecting the transparent film with
a stop-m-otion microscope projector.

Trhe feasibility of the principle upon which the design devolopment was
based was9 deinonsýtr ted. by, Todd ic i and, Maccready ( 196 -). The
subsequent work then has involved the construction and testing of a sericig
of field breadboard system-s which have culminated in the evolution of the
present version of the field unit. The system, though eiimple in concept, is
comnplicated in application by the wide range and antagonistic nature of the
environment in which it inust operate.

In order to eliminate, as far as possible, the trial, and error approach
and to obtain a calibration of the system, approximately one-third of the
project effort has been devoted to investigation of the physics of the coating
and replication phenomena. Another third of the effort was devoted to
develo1 ."xient and testing of the sampler in actual cloud flight' operation.

The mnachine, although not corn i)leteiy perfected frorn an operational
standpoint, has rapidly become indi spen sable as a source of permanent,

*Trade naine -Forinvar 15-.95.0, Shawinigan Resins Corp. ,Springfield,

Mass.



continuous, and definitivo records of tdieo dietribution of water and ice
particleo in the fine etructuro of atmoupheric clouds.

The ainalytical and eorrpirica) investigationo of the phytiics of the repli-
cation phenomena have progreesed succoesfully so that records of water
hand ice particloo in the five to fifty micron diameter range may be conoidered
definitive both quantitatively and qualitatively.
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11. 1)ISCUSSION OFJTI-IiiPROBL.CM

Sttidies in obaerv.-t~iotnal cloud physicts arc andicapped by the difficulty
of obtaining accurato and frequent ?afrpiings of dhe diotribution, Size, and
form of the particles which make op the fine structure of atmospheric clouds.
The continuous cloud partilce sampler which has been the subject of ChIA
development progr am has, therefore, been designed as a practical anewor
to fill the requirement for such a piece of airborne research listrumentation.

InI the past there have been miany attempts to crwate suich an instrulflnt
but none appear to be vory satisfactory when they are e'aliuated in torms of
the act."tiI need. The pretsent syqtcin wvas, dieieeforkt uelected on the basis
of its fiulfilinilent oi Sol-ie U1 u±- ..±txija which are nowk discussed.

Of basic importaricc is the neceýssity for tliks instrumiexit to provide clear
and accuriite records of the size, form, and diatribution of ice and water
particles, In the investigation of large clouds this equipment must be
capable of extended and uninterrupted operation in uintended aircraft mount-
ings. Thie records must be unambiguously time referenced. The forin of
the recorded data must lend itsolf to rapid evaluation. The sizo, weislht, and
power requirements of the inst. -nment must be such as to be compatible with
being mounted and operated on a light aircrAft. It Should be capable of
functioning in a saturated atmosphiere. at pressure. altitudes of up to thirty
thousand feet and at teniperaturea ranging froin +4O*C down to -40'C. It
must be able to xvithistand toid operate reliably in the vibrating environment
of an aircraft iotunting whilo expoced to two hundred mile per hour slip
atretuu in heavy icing, hail, or repeated applications of the violent conditions
nornially associated with strongly convective cello.

3_



111, HISTORY O.F DEVELOPMENT

In consideration of (he foregoing requiren-ients, it appoarad that the ITIO~t
prorniing approach was to recordi plasuic Areplicat1 of thc particlea on a cle-ai
16 rxin movie filin base. T rials of thia method, during the surnmer of 1960
on ti projeact conducted by the Atmospheric Rosearch Group for the National
Sctence Foundation, gave gubstantial encouragem-ent to this approach.
During the next winter at the Yellowstone P'roject (Scha-)fer, 1961) Koenig
OAnd Mac~ready tested and comparocl various pjA.tilcle sizing inathodu, and it
was concluded that Schaefer's Forrnvar technique offered such special virtued
(primnarily the permanent exact replica) that it should be adapted to continu-
oua operation despite ilia obvious difficulties. A coiffimiout; particle sarnplcr
was built and use6d In the n-unaror of 1961 on the MRM and ARC Flagstaff
cturntudu utudieas (see Todd. 1961). A dupltcate of this deeoret- unit
%vas procured by NRL. In theo fall the MIR] inatrttnmeni. wn- adapted to ground
use by buil~ding a smiall wind tuonnel around the collector slot to ditplicate the
airplane wind blast. This; system- was taken to France to the "Meeting for
the Study and Gomnparison of Droplet Collectors at L'Observatoire du Puy do
Dorne", and a calibration of replica dianriter vs. droplet diam-eter obtained
by cormparioon with thn droplet mieasuring doevices (see MacCready, 196Z).

Flight testing of the breadboard system during tho sunmmer of 1961
provided inuch usiefui reseArch data and indicated the Arec-t in which further
development was required. An extension of the MR1 and ARG support for
Flagstaff studlee Indicated modifications to be incorporated, and) further
testing of a now oysteni (Lis well as the original system-) was Carried out in
196Z.

During the 1962 period of testing, it consideratble, irnproverneni. was
evdniiad again s~ignificz-1it i ý'suarchl dat0a weVre obtained. A% new Coating

principle was evolved which gave roirn consistant results than, those pre.-
vioualv obtained. A'de-icei- wns incorporated and operational problemns
were, utudied. In the f;al 1 of 196?~ cornparison flights wcrc coiiducted between
tho lle.w Coating system wvinch was mounted on i MIII Aoro-Goinrmader and
the original oystem acquired by NRL wvhich was miounted in the Navy SZF
aircraft, The records which were obtained fromn the contractor -operated
aircraft werc edited at M.RL )nd turn~ed over to NRL for evaluation.

A further nlo-cost extension of the present. ONR-NIRL contract allowed
the teuting of cr1itical cornpoiiewtds of the latcut tinproved machine- in connec-
tion with the MR1 cloud physic studicea at Flagstiff in die sunirner of 1963.

iOachi famnily of breadboard configurations hap beeni flight te-9ted and ini
turn each serica of flight tosts hat; suggeatcd fc~rther i-odifications; howecver,
in each series of flight tests which has been conducted iii conjunction with 4t
cloud physics resclarch progrotm, Inc rea vd iinportanc e has been attilchedi toc



th,-Ž (Inta gnther(d by thiio muatrurn~ni, anid now it is considc rcl to be 1-elaLively
indiapceflhablo,! Ttwe equipinent in itn proacnt, iorm must still ba cconk-ichrud no
ain cxpc~i-rimetal prototype einciu; it doeq not inviariab~y replicnite %It the derired
sptcctruin of particlkf to which it may bv: vxpoaed on a routine brrtaia on- cach
flight.

5



IV. MECHANICAL DESIGN AND OPERATION

The system consists of a 1350-foot magazine from which the clear 16 ram
film is drawn first over a coating device, then past a window where it is
exposed to the air stream, along electrically heated drying tubes,and finally
wound onto a take-up reel. The general mechanical setup can be seen in
Fig, 1 through 5, especially in Fig. I which shows the layout of the latest
version. As the film passes the window water particles are captured by the
Formvar solution which quickly hardens, leaving a permanent plastic replica
of the shape of the particles. The encapsulated water eventually diffuses
through the plastic skin and evaporates.

A polyester base film (Mylar) has proven to be most satisfactory. This
film is obtainable from duPont, Wilmington, Deleware, designated Cronar,
P40A Leader, Polyester Photographic Film Base. It is regular 16 mm silent
movie film perforated along both edges. It has the highest strength of the
regularly available film bases and appears to be entirely compatible with the
Formvar coating and the chlorinated hydrocarbon solvents. The following
pertinent mechanical properties were obtained from duPont.

Thickness of film . 004 inches
Tensile strength 26, 000 P. S. I.
Load at 10% elongation 13, 000 P.S.1.
Elongation at break 140%
Operating temperature range -40 0C to +125 0 C
Ignition temperature 525 DC
Thermal expansion .in.. 36 x i0-' °G-1
Refractive index .. 639

No difficulties have been encountered due to low operating temperatures but
deformation of the perforations may occur at the drive sprocket under high
starting loads if the film has been softened by excessive drying temperatures.
A thermostat has been installed on the final drying tube and an operating
temperature of about 500C has given satisfactory results.

The coating refers to the Formvar coating which is applied to the film.
The purpose of the coating is to provide a continuous fluid bed of uniform
depth and controlled composition and viscosity in which to capture and
encapsulate the cloud particles.

The first continuous cloud particle collector used a method in which the
film was precoatee' and dried in the laboratory. Just before exposure to the
air stream the hardened coating was softened by immersion in a bath of
solvent. The coating in the laboratory was accomplished with a broad pen.
Formvar solution was carried into the pen by siphon feed from the supply
bottle. The pen then applied the solution through a slit which was one-fourth



of an inch wide. The siphon head pressure, the speed of the film, and the
viscosity of the solution controlled the thickness and to a small extent the
width of the coating.

Coating speeds of up to eighteen inches per second wre reliably achieved.

It was found that if a solution of at least 6 per cent Forinvar was used the
coating would not orange-peel or wrinkle during the drying process. In general
the thicker solution produced smoother and more uniform coatings. It was
found that with a reliable transport system it was possible to coat up to eight
1300-foot spools of film a day,

A considerable effort was also expended in attempting to develop a
continuous applicator using a wick. The results were not encouraging and
further work on this method was discontinued. Details of the wick method are
presented in Appendix E. In general the wick or pad always left a streaked

surface, large feed pressures were required in order to produce acceptable
coating rates, and the method generally involved numerous operational
difficulties.

The roll-on coating wheel proved to be quite reliable operationally, and
while it has never attained the uniform and consistent standards of the labora-
tory controlled pen coatings it has routinely produced acceptable coatings
during intermittent operation and while mounted remotely on an aircraft. The
roll-on method is superior to the pre-coated and dipped system in that it does

not require two passes through two separate coating and drying devices and
the concomitant insertion of another set of variables. Further, the concentra-
tion of the solution of the coating is uniform in depth when presented to the air

stream rather than sharply graded towards the base. In the case of the pre-
coat - and dipped method, the film is unnecessarily and undesirably cooled by
the evaporation of large surpluses of solvent.

In the coating wheel method the moving film is pressed against the top
edge of a thin, large diameter wheel causing it to rotate. The bottom portion
of the wheel lies in a reservoir of the coating solution,and as the wheel rotates
a stripe of this solution is transferred to the film at the point of contact. In
practice the edge of this wheel, which is about one-eighth of an inch wide, is
machined to form a trench. The edges of the trench or lands provide enough
contact area with the film to ensure that the compressive yield strength of the
film is not exceeded when sufficient contact pressure is applied to ensure
reliable starting and rotation of the coating wheel. If the adhesive forces at
the Formvar film and Formvar wheel interfaces are relatively unaffected by
temperature, then it is reasonable to assume that the thickness of the coatings
deposited from this trench will also be unaffected by temperature and will only
be a function of the geometry of the trench. These same forces also cause a
heavier coating to be laid down at the intersection of the film and the normal
surfaces of the wheel. In order to minimizc this deposition of excess Form var



at the edges of the stripe, an adjustable scraper was fitted. This scraper
consistq of thin stainless steel blades which are in contact with the perimeter
and sides of the wheel and serve to wipe off any excess solution which adheres
to these surfaces. These shim stock blades are mounted on a block of teflon
which may be adjusted in order to vary the wheel clearance.

In order to facilitate the calibration of data during analysis it is impor-
tant that a strip at least 200p wide and centered on the stagnation point of the
sample be provided with as uniform a coating as possible. In practice the
thickness of thio coating varies by perhaps 10 per cent after exposure to the
air streamn.

It is poesible that a multiple roller system similar to those employed in
lge printing machines might further improve the uniformity and reduce the
heavy edge coatings, however of the many configurations which have been
tried the roll-on method which has been described proved to be by far the
most practical.

A discussion of the coater system must also include some consideration
of the requirements of the coating material. The fluid must be stable in the
supply tank in a flight environment for periods of several hours. Water must
be relatively insoluble in the coating solution or the replicas will be neither
sharply defined nor predictably reproducible. The relative surface energies
of the solution and the water particles must be such as to encourage a high
collection efficiency and rapid encapsulation of impacted droplets and ice
crystals. Hardening of the coating must be sufficiently rapid to be compatible
with a practical airborne instrument. A brief evaluation indicated that these
criteria would be most probably satisfied by a solution of chloroform or
ethylene dichloride. The physical properties of these solutions were therefore
investigated. Appendices A, B, C, and D detail the pertinent properties of
these materials,

While it is recognized that the solvent is evaporating from the coating
from the moment it leaves the coating wheel, the design is such as to
minimize a change in concentration of the coating solution prior to its
exposure at the window, It appears from flight tests that a concentration of
between 3. 5 per cent and 4 per cent in the coater tank is about optimum.
When the concentration is less than 3. 5 per cent the air stream displaces the
coating at relatively low air .- ccds. When the concentration is greater than
4 per cr-'t the collection efficiency appears to decrease, and with large
increases in concentration the replication phenomenon becomes intermittent
and unreliable. 3-J./Z per cent chloroform solutions have afforded good
replication at indicated air speeds of 170 mph (which was the structural
limitation of the aircraft in which some of these te.sts were carried out).

If the coating is to arrive at the sampling window with a concentration
cesc¢n.tally unchanged fionu, that in the coating tank, and if the concentration



of the solution in the coating tank is to remain unchanged throughout a flight
of perhaps several hours, then it is obvious that either no premature
evaporation of solvent can be allowed to take place or solvent must be re-
placed as rapidly as it is lost.

The vapor pressure of the two solvents is very high (see Appendix A)
and any flow of air over the surface of their solutions causes evaporation in
sufficient quantities to maintain the partial pressures in equilibrium. Since

the coated film is exposed to total head pressure at the window and it has not
been found practical to place a seal between the window and the coater tank,
then it follows that in order to prevent a flow of unsaturated air over the
solution the tank and film magazine portion of the ejstem must be pressurized
or sealed so that their atmospheres are in equilibrium with the stagnation
pressure. As an example it may be cited that a slight leak in the magazine
of a well sealed system caused a loss of up to 5cc per minute of chloroform
from a surface area of approximately 30 square centimeters agitated in a
flight environment and under a pitot static differential corresponding to
12 0 mph.

The window through which the coated film is exposed to the air stream
is a normal slot in a thin walled cylinder. The film is drawn up a channel
inside this cylinder which bends it laterally so that the portion which is
exposed to the air stream conforms to the inside surface of this cylinder
without actually touching it. In this way the sample is obtained at the
stagnation point of a simple surface of which the aerodynamic characteristics
are well known. Collection efficiencies can then be computed by standard
procedures. In order to p,,'re'v .n t ,om b'-"- Uh window or z-ndifying

the flow about it a section of about 5 cm on either side of the slot is electri-
cally heated (see Figs. 1 through 4, especially Fig. 4). The heater ribbon
is designed to develop about 67 watts at 28 volts which was estimated to be
sufficient to afford a small safety factor under the worst possible conditions
at speeds of up to 200mph. Operational experience suggests that the worst
conditions are rarely encountered and that when not required it may be
advantageous to operate the de-icer at less than maximum power to minimize
possible melting of ice crystals.

After exposure at the window the coated film and impacted droplets are
passed through the drying tubes to the take-up spool. The drying tubes are
fabricated from aluminum extrusion with an inside diameter slightly larger
than 16 mm. The outer surfaces are hard anodized to a depth of . 002 inch
and wound with a suitable nickel-chrome heating ribbon. The two heaters
are connected in series with a thermostatically controlled switch which is
physically located in good thermal contact with the larger of the two heaters.

The purpose of the heated tubes or film guides is to facilitate the drying
of the coating. This drying or evaporation of the solvent from the plastic
encapsulant must be accomplished in such a way as to minimize alteratioa



of the replica and completely enough to allow spooling without adhesion.
Impacted water droplets are captured and contained beneath the Formvar
surface very rapidly, within milliseconds, and then seem to be well protected
from quick evaporation which would decrease their sizes. It is possible that
ice crystals take somewhat longer to encapsulate. During &he period when
crystals are being filmed over by the Formnvar,water vapor must not condense
on their surfaces causing growth. After the filming over of the crystal, too
much heating of the film base without sufficient ventilation to ensure evapora-
tion of the solvent from the coating will cause the ice crystal to melt before
the coating has become permanent and thus cause the resultant replica to
appear to be that of a droplet. Sometimes such replicas appear to be slightly
deformed. The evaporation of the solvent cools the coating, and if some heat
is not added water vapor is condensed on the surface ia the form of many
small droplets of about a micron diameter. This surface phenomenon is
commonly known as blushing and if severe can obscure the density variations
due to actual replicas. The conditions which encourage blushing may also
cause spurious crystal growth. In all cases the cure for blushing is to keep
the surface of the film above the dewpoint of the air with which it is in contact.
The most severe blushing usually occurs within the first few inches of the
exposure window where the film and coating are exposed to the air stream and
evaporative cooling is at its peak. It has been found that the heat supplied by
the window de-icer is generally sufficient to maintain blushing at this point
within acceptable limits. In general, for the replication of ice crystals it is
necessary to maintain the 16 mm film and coating at a temperature just below
0*C until the replica is permanent. After the crystal has been covered by a
film of Formvar, rapid evaporation of the solvent should bo encouraged by
good ventilation and the addition of just enough heat to raise and retain the
temperature of the coating just below 00 C.

Very little trouble has been experienced in replicating water droplets in
the size range five to fifty microns on a more or less routine basis. If the
solution is of less than the rccommended concentration, groups of droplets
will tend to coalesce to form clumps or strings (flocculation) or occasionally
one big apparent droplet (coalescence).

In the equipment which is the subject of this report, an attempt has been
made to meet the drying criteria for ice crystals without the aid of sensors
and servo controls. The ice crystal must first be filmed over or encapsulated
by the highly mobile Formvar solution and then without allowing any melting of
the crystal enough solvent must be evaporated from the surrounding coating to
make permanent and solid the Formvar replica. Obviously until this latter
point is reached the coating temperature must not be allowed to rise above O0C.
In the coating tank the film and its coating are approximately in equilibrium
with the outside air temperature and surrounded by a stagnant solvent -

saturated atmosphere. Ventilation of the drying circuit is brought about by the
pitot static differential which prevails betwoen the window and the interior of



the case which is vented to static pressure through the cover which protects

the electric drive motor. As the coated film reaches the window rapid
evaporation is initiated by the fresh air flow and the film surface is therefore
cooled. At the samne time this flow of air is heated by the de-icer which must
be operated in icing conditions. Ideally the flow and the heating are adjusted
so that the film surface is maintained at a temperature high enough to prevent
severe blushing, but below 0°C. The heated window insert is connected by
good thermal conductors to the support fairing in order to dissipate ,excess
heat from the window. In this way the ratQ of evaporation is reduced and ;t
little delay is allowed for the filming-over of the ice crystals.

The film now passes up the first drying tube. Based upon the heat of
vaporization of chloroform (59 cal/gram), a 3.5 per cent solution and an
initial coating thickness of . 009 inch, the heat required to replace that lost by
complete evaporation of the solvent would be equivalent: to about 18 watts. The
window de-icing heater has an output of approximately 60 watts and under
equilibrium conditions with no icing the equivalent of 20 watts could be trans-
ferred to the air in the drying tube. It is estimated that even the initial rate
of evaporation causes cooling equivalent to only 5 watts and therefore it is
obvious that scme net heating of the air and the film is likely to occur. At
air speeds between 100 and 200 mph it is estimated that the rise in air tem-
perature may amount to morc than 5'C but is probably less than 10*C. In
marginal conditions this rise may be enough to melt ice crystals and therefore
a small thermostat has been mounted in the drier air flow just down stream
from the window assembly. The switch element has been placed in series
with the window heater and is shunted by a resistance of about 6 ohms. The
thermostat switch has been set to open at jiut above the fre ezIng point and in
so doing approximately halve the power input to the window heater.

The heating elements of the first and second heating tubes are connected
electrically in serie.s with one another and a thermostatic switch mounted on
the exit end of the second tube. The element of the first tube is wound so as
to concentrate the heating at the down stream or upper end. The first heater
develops about 37 watts and the second 42 waits. The thermostat is set so
that in operation the Formvar film just hardens at the take-up reel, Since the
rate of hardening is dependent upon the rate of evaporation. which in turn is
dependent to a large extent on the partial pressure of evaporant in the adjacent -

air, then ventilation of the drying tubes is of paramount importance. Since
ventilation depends upon the pitot static differential and no auxiliary blower is =
supplied, a pitot pressure must be simulated at the window for laboratory

adjustm-nents.

A 2 4-volt electric motor drives the film transport systern through a gear

train and adjustable overload clutch assembly. The motor is irreversible,
regulated, and of adequate power rating. No difficulties or failures have
occurred with this type of motor in several hundred hours of operation. Cool-
ing,'" is oncour'agcd by venting the instrument case through slots on the inside of



the motor cover. Al electrical connections are brought out to a barrier
terminal strip and from these to a flangc-mounted seventeen-pin AN
receptacle.

The. configuration used on the USAILRDL-ARPA Flagstaff program in the
summer of 1963 is shown in Fig. 5. It was built into the nose of the twin-
engine Apache aircraft. A continuous projector was installed in the cockpit
so the film could be examined immediately (considering the 70 seconds of

film transport time from passing the slot to reaching the projector). The
projector worked well, but was not used often because the flight tests which
were usually initiated were not. ones which benefited particularly from

immediate assessment. The airborne projector method tshould prove valuable
in engineering (in optimizing the heating of future units), and in cloud seeding

I operations (in ;,sarching out areas where ice crystals do or do not exist).
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V. REVIEW OF OPERATIONAL DIFFICULTIES

An informal interim report of activities carried out under this contract
was presented to ONR/NRL (Todd and Hindman, 196Z) during the fall of 1962
in which certain operational problem areas were outlined. These are now
reiterated and discussed in the light of later developments.

1. Ice crystal growth on the film after collection

Z. Droplet flocculation on the filn after collection

3. Blushing (condensation of water vapor on the film as the solvent
evaporates during replication)

4. Film sticking in the sampler

5. Collecting window icing

6. Insufficient softening of emulsion at low temperatures

7. Emulsion blown off at high aircraft speeds

8. Bubble s.

1. 1 ce Cyrystal Growth

Ice crystals which were collected in the dip tank system were subject to
considerabie crystal growth due to moistur, provided during cooling of the
large amount of chloroform on the film. Some reduction in growth was
effectud by substituting ethylene dichloride for the chloroform since tho rate
of evaporation is lower. Heating of the solvent tank and removal of excess
solvent by wiping the back of the film also caused some reduction of growth.
The coater system has produced excellent ice crystal replicas with little or
no growth due to the small amount of solvent used and subsequent reduction
in chilling and water condensation on the film. This phenomenon appears to
be well within acceptable limits for the present heated coating system.

Z. Flocculation

Flocculation is the term uscd to describe the adhesion of several droplets
to one another beneath the Forinvar film. If these droplets join to form larger
droplets, they are then said to have coalesced. This problem though rarely
severe has been most frequently observed when thin, low percentage solutions
are employed. It seems to occur when the droplet diameters are greater than
the thickness of the coating, In the case for droplets which are encapsulated
but larger in dim-eter than the thickness of the film the surface at the F ormvar
air interface is displaced. If two such droplets are adjacent it cam be ahown



that thio r0,qltanjtf Of thec surfacu forces9 of the displaced etca oulant tcct

r ~force them~ together. All the rriechanisms of flocculat~ion and coarlesconce a'-Ii they concern cloud particles in the Forravar solution are not completely
understood; however as a matter of o'o rational fact it is a phenomeanon which
ift rarely encountered when the suggcstad 4 per cent. golution is luscd in the

Ps present coater systemi. Considerable floc culation can occur apparently
without coalescence, and so the droplct size and concontration infortmation is
not lost by flocculation,

3. Blushing_

ii Blushing is caused by condenscation of atmospheric wa~ter on the surface
of the coating in the formn of droplots which have a dim-netur of about a roicron,
The condensation occura whwi the solvent: coo1~q tho film below the local deov-Ii point by evaporation. Considerable blushing was characteristic of the di p
tank system because of the large excesses of solvent. Somne .allevitation of

via this condition was Gffectod by heating the solvent tank. The coatur systcnmII has been much less subject to blushing and, in practice, blushing has been
easily controlled by adjusting thc power hiput to either the window heater or

I the drying system.

4. 2jckii

Sticking of the filmI-- transport system due to the bonding of moving parts
by hardensed Forrnvar was a frequent causv of failurc in the Carly dipper mnd
coater systemns, The sticking usually occurred vithcr in the coating taink or

at the lower edge of the window insert. The problem has been almost entirely
oilimninated by prex'uclitflgt +1ia- of 111, F-orjjiv;ar in thc,3oaeas This

-has been accomnplishe!d by scaliing the( coating tank and supply rout to the entry
of all except. total head ipressuirc air at the window and thus cinsuring that all
moving parts on thesc assemblies are constantly surrounded by a stagnalit

Vatm osphere whichi is saturated with solvenrt vapor. An adjustment for the
spring load on the friction drive for thev coater wheel. has also been provided.
During the. last series of flight tests no failures occurred due to stickding ofI the coatc'r wheel or the filmn.

5. Icings

Window icing has bce;n countered by tho installation of a de -icerli e'ating
elem~ent to the outer surface- of Clio window insert:. The thin resistive ribbonI may be seen as a helical winding on the hiard anodized surfacv of tlhe asserribly
shown in Fig, 4. It was estim-ated that a power input of about 60 wvatts would
be enough to dkc-icc this ar-ea with a small safety margin at. ZOO mph in air at

V - IS C wvith a free~zing water content of 5 grn per ciobic moeter. Such severe
S conditions have- not boen encountcrcd oni any of the Mill flight ite ss indI, withi

-such heating, no failures hiave boeen attribulablC L(o iCinlg over of the' window.
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6. Low Temeoi atur e 9

The coater system has been op•ratcd at temperatures down to -Z0°C
without any apparent difficulty. The dip tank system worked down to -Z 0 °C
when used in conjunction with a hoater which raised the temperature of the
solvent in the tank to about +5'G at a -2,0'C ambient.

7. Hi4gh Aircraft Spceds

The coater system replicated quite reliably at speeds up to 170 mph
indicated air speed, which was the maximum structurally allowable in the
type ai'rcraft which was used for these touts. Prior to the oealing off of the
coater tank and the film supply magazine it was felt that high air spGeds
caused excessive air flow through the tank and over the freshly coated film.
This flow, coupled with window heat, caused the concentration of the solution
to increase rapidly as a function of flight time and the coating on the film to
be skimmed ov-r by a hardened film prior to exposure at the window. The
result of the skinning over was a loss of replication except where the air
stream ruptured the skin and exposed the fluid beneath. It is invariably
observed that the thickness of the coating is irregular after exposure to the
air stroam. Thcse irregularities are an increasing function of air speed.
A large proportion of cloud particles are found in the five to fifteen micron
range. In order to obtain accurate dimensional data from replicas of the
larger particles, it is necessary to know the coating thickness. Therefore
in the interests of obtaining a uniform coating it is preferable to sample at
lower rather than higher flight speeds. It might also be mentioned that
collection efficiency for the smaller particles is an increasing function of
ihi pecd.

8. Blihters and Dubbles

When too much heat is applied to the coated filn in an attempt to accel-
orate the drying process the surface of the coating jells, further evaporation
underneath this skin causes a blister to form and a spurious replica appears.
In general these are -asily recognized since the very irregular sizing and
large volumnes distiinguish them from normal cloud particles. Blisters have
never been a serious problem and have been treated as a symptom of
incorrect drying conditiona.

There is another type of false replica which has been observed on some
flight, records but not on records made on the ground or in the air with the
window masked. These are small (large compared to droplets), irregular
bubbles occurring more or less frequently but distinguishable from cloud
particles in that when they occur they appear indiscriminantly on given series
of records without reference to cloud entry and cloud exit. While not comr-
pietely explained it is thought that these are caused by air and water



contarnination of tho coating solution in the tank. This contamination may
have resulted in flight from air leak. In the tank and supply magazine which
induced a flow of air from the window. Conoequent evaporation of the solvent
in the tank produces cooling which causes condensation and the eubeecquent.
encapsulation of falae dropletq in the coating solution. In cloud the ntao flow
carries additional contarninante into the tank, particularly when the film
transport la stopped and not carrying rain drop and ice crystal fragments on
up into the drying chamber. In general those false roplicas art, not frequently
obtaerved and stand out by virtue of their irregularity and presence both i-n
and out of cloud. There are mechanical contrivancvs for trapping spurious
water at a point before it can givo the effects deuscribed above, whether the
water is from impacted droplets or condensing from the vapor formTI.

The use of a narrow(in the filn inove-ricnt direction) window 01ot ratherI
than a wide one appears to decrease spurioue effecte of bubbling and other
deleterious effects associated with high air spceds. The slot width and filhm
speed (often 5 to 20 cm/sec) are adjusted to keep the number of droplets
collected, in clouds with the maximum lqituid water contents, down to where
flocculation or ove,.lapping of dropletu is statistically insignificant.

1
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VI. SAFP'rTY CONSiDiERATIONS

There are no unusual hazards connected With the operation of this
equipment but two important factors must be mentioned. First, although the
drive motor is of good construaction and well shielded, neither it nor the rest
of the electrical system may be considered upark-proof, and therefore in
order to elimitnate the possibility of what could be quite a violent explosion
it is recomi•ended that a non inflammable solv-nt such as chloroform be
used. Secondly, uince the chlorinatod hydrocarbons and in particular
chioroforrm are toxic and their cf(ect is to some extenti curnulative, the
equipment: should be ,-iountcd and vented in such a way that personnel are
not exposed to sensible concentrations of vapor.
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VII. JOINT NRL/MRI COMPARISON FLIGHT TLSTS

Joint flight tests conducted in California were designed to study the
comparative results of sampling clouds using various sampler configurations
and aircraft. The aircraft used in the studies were a Navy SZUF operated by
the Naval Research Laboratories and an Aero-Commander equipped with
superchargers operated by Meteorology Research, Inc.

The Naval Research Laboratories retained all of their samples, obtained
with their sampler mounted on their airplane. Meteorology Research, Inc.
edited the samples obtained by the MRI aircraft and sent them immediately
to Naval Research Laboratory. These samples are to be considered a portion
of this report. Due to the fact that MRI had only cursory views of the samples
there can be no detailed analysis of the results by them as an integral part
of the report. Much of the value of the comparison flights was gained through
the intimate cooperation of the two organizations during the field tests.

One of the major problems for study in the comparison tests was deter-
mining the cause of the pseudo droplets noted primarily by NRL on their
sampler. Tests were conducted in which the Aero-Commander was flown at
speeds between 100 and Z50 miles per hour indicated air speeds. From these
tests it appeared that the pseudo droplets were a product of higher air speeds.
The sampling window of the sampler was then covered with tape and tested.
There were then no pseudo droplets. This seemed to establish that the pseudo
droplets were indeed the result of the changing air speeds. However, it is
possible that changing angles of attack could affect the creation of these pseudo
droplets by permitting the air sticam to blow more readily up or down the
main vertical tube after entering the window.

A number of flights were made through clouds at various temperatures
and altitudes with the two aircraft flying tight formation. The comparison of
these films is being handled by NRL.

Only the Aero-Commander had heating apparatus on its sampler. Therc-
fore, the tests of the effects of heating could not be considered comparative.
However, it was shown that the blushing was mainly controlled by the heat
applied at the window. Further control of blushing was obtained by heating
the first two feet of film as it was drying. After that the heating served
mainly to hasten the drying of the solvent.

The result of the comparison tests may be summarized as follows:
The technique of flying close formation through the clouds worked out well as
long as there was good communication bv-twcen the two aircraft. There
should be one person on one of the aircraft who acts as the flight director for
both aircraft. ThK; occurr.:nc,. )f pseudc droplets w-as a function of air specd,
not coating or type of aircraft used.



These flights were conducted from March 15, 1963 through March 26,
1963. The operations took place out of Ontario Airport, Ontario, California.
Most of the flights were within a 1O-mile radius of the airport. One was
conducted above the San Francisco Bay area.



XIII. DROPLfLT DISTORTION

A. The Basic Problem

When an ice crystal impacts on the softened Formvar film, a thin
skin of Formvar solution covers over the ice crystal, completely
encapsulating the ice crystal in the Formvar solution. The solvent
evaporates from the Formvar, leaving the Formvar in its hard, solid
form. Subsequently the ice crystal will sublimate or melt and evaporate;
in either case, the water comprising it will disappear, leaving a perfect,
hollow, three-dimensional replica of the crystal in the Forrnvar.

If the impacting particle is a liquid droplet, the situation is much
more complex because the droplet will distort. The Formvar will still
encapsulate the droplet (probably in a millisecond for small droplets),
the solvent will evaporate and leave a Formvar replica, the droplet will
eventually disappear by evaporating through the thin Formvar skin.
However, the exact shape the droplet assumes will depend on the original
spherical droplet diameter, the thickness of the Formvar coating, and
the surface tensions of the Formvar solution to air and to water. As the
solvent evaporates, the Formvar coating thickness changes, and the
surface tensions change as the Formvar solution gets denser (and the
solution concentration will get denser more quickly in the thin skin over
the droplet than in the main film). These varying factors will keep
readjusting the droplet shape until the Formvar solution viscosity
rincreases to the point where no further shape change will take place (the

Formvar gets so viscous it is effectively solid).

To give some numbers to this, consider that in a typical case of
coating with a 4 per cent Fornmvar-chloroform solution the initial solution
thickness may be on the order of 150p, while the final dry thickness is
about 7 or 8p. A droplet of 6L diameter will always be completely under
the flat surface, will remain always spherical, and the replica will be
spherical. A droplet of 100p diameter will initially be spherical in the
150p thick filn, but will distort as the solvent evaporation decreases the
filn thickness below 100k. The distortion will get greater until the
solution locally gets rather stiff.

In measurement one measures the resulting replica diameter, in
order to infer from that the original spherical droplet diameter. It
would obviously be virtually impossible to derive an exact mathematical
solution for finding the relation between replica diameter and original
droplet diameter. The course followed here is rather to make calcula-
tions based on a physical picture which is simple enough to permit
calculation, aid then to use the calculations to describe trends from
empirical calibrations.



In the foregoing it has been assumed that the droplet and solvent do
not merge with each other. As noted in Appendix A, actually the solvent
may dissolve in the water to the extent of about one per cent of the water
mass. Thus an indeterminacy in true original droplet mass can arise,
but the amount is negligible compared to other errors associated with
the measurement and correction of droplet diameters.

B. Computational Analysis

The calculation of the distortion of the droplet is made by assuming
a very simple picture: the droplet, originally spherical with radius r
falls into a Formvar solution of thickness hi , and is squashed to an
elliptical cross section with semi-major axis a and semi-minor axis b
the Formvar skin or cap which coats over the top of the droplet has
radius c . These relationships are shown in Fig. 1, In the actual case
the droplet is flattened but not in such an ideal oblate spher I shape,
and the Formvar solution and Formvar cap skin have varying strengths
as the solvent evaporates. Nevertheless, for simplicity the computations
are based on the picture illustrated in Fig. 1, and it is assumed the
computations will give the correct form of the relationships but that
empirical data will be required to give quantitative points.

When the spherical droplet, with surface area SS is distorted into
the oblate spheroid shape, its area will be increased to S, and energy

• l (5 - - ss)

will have to be added. YF/W refers to the surface tension of the Formvar
solution with respect to water. The energy available to cause this dis-
tortion is derived from raising the Formvar skin which flows over the
top of the droplet. The film which originally had area Ac is distorted
into a cap which has area ST , and so the energy is

SYF/A (ST - Ac)

"YF/A refers to the surface tension of the Formvar solution with respect
to air.

Equating the energies,

Yr'/W (SE - SS) = b'F/A (ST - Ac)

or

rF/W ST - Ac



The ratio "(F/A/YF/W is given for various concentrations of Formvar-
chloroform and Formvar-ethylene dichloride in Appendix B. The

j problem then is to find (Sic - SS•S(T- Ac) as a function of the desired r
and the measurable h and a . Once this is done, a nomograph can be
drawn up on which, for a given h and a given Formvar solution concen-I tration, r vs. a will be shown, i. e. , original droplet size can be
obtained from replica radius.

These computations were made, utilizing a computer to assist in the
rather complex calculations required. Fig. 7 is the resulting nomograph.
It must be reemphasized that the nomograph cannot be deemed quantita-
tively informative, due to the oversimplification of the picture on which
it is based.

One result of the nomograph is to show that the correction factor
a/r does depend on the surface tension ratios "gF/A/'•fl/W but that for
normal values of Wk,/A/YF/W the dependence is not very strong. The
interpretation of the nomograph also assists in understanding the results
which will be described in the next section.

C. Absolute Calibration

The method chosen for a rough absolute calibration was an adaptation
cf the one employed by Farlow and French (1956). It provides for the
simple and rapid determiriation of micro-drop volumes by the inclusion
of uniform size solid particles in thQ water drops.

& 4

The principle involves the use of a suspension, in water, of solid
particles of uniform size. If the suspension is vigorously stirred, any
small droplet will contain the same concentration of particles as the
suspension from which it originated. The calibration of droplet size with
replica size was effected by first aspirating droplets from the stock
suspension onto the coatced film. The concentration of particles per unit
volume in the stock solution was determined by means of a hernacytomneter.
The diameter of many replicas was measured and a count made of the
number of solid particles each contained. The number of solid particles
in replicas of the same diameter was averaged and the original volume
of such a droplet thus computed. The density of the particles is greater
than that of water but both are practically insoluble in chloroform Forrnvar
solutions. The original volume of the droplet was taken to include that
occupied by the particles.

In order to calibrate droplet,; in the range fifty down to teon microns
in diameter it seemed most convcnient to obtain a uniform particle in the
region of one to two microns diameter which could be easilyseen with
standard optic5 but would yet be small enough to calibrate the smallerI volumes. It was found that polystyrene latex balls were dissolved by the
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chloroform solvent during the encapsulation. Some samples of alumina
optical fining powder were sized by repeated time selective settling
methods but dtcir irregular Fhape and non-uniform size caused a wide
statistical spread in apparent distribution due to the difficulty of resolv-
ing individual particles. Some fluorescent particles were also
unsatisfactory for the same basic reason.

A survey of available natural particles led to the selection of the
spores of the common mold, aspergillus niger. The particles were
quite uniform and had a very convenient diameter of about three microns.
A small quantity were grown. The spores were shaken from the mold
and placed in suspension in distilled water. The stock solution was
carefully drawn from this initial solution. The stock solution was
vigorously stirred and maintained in the bath of an ultrasonic cleaner.
Some of the stock solution was aspirated at the window of the coater
system equipment. The pitot static differential at the window was
equivalent to an air speed of about seventy miles per hour. Because of
the small quantity of the stock solution only two test runs were possible,
one run on a solution of 3-1/2 per cent Formvar and one on 6 per cent
Formvar. The thickness of the dried coating of Formvar from these
two runs was arrived at by averaging many readings of a micrometer
screw gauge and also by deducing the thickness by gravimetric
procedures. Both methods gave results which were in good agreement.
A total of 320 counts were made for calibration of the stock solution and
somewhat over a hundred for replica droplet volume. The small
num.b•j• of replicas counted was due to the poor yield of usable sizes
due to the crudeness of the aspiration equipment and the small volume
of calibration suspension produced. The probable error for computations
of volume from single points on the presented curves must be considered
to be slightly over 20 per cent based upon the mean deviations of the
experimental data, hQwever the apparently good fit of the curves indicate
that this might be peisimistic. The results are presented on Fig. 8.
The scope of this experimental calibration was to demonstrate the
feasibility of this niethod. It does appear that a well thought out and
rigorously executed &.ievelopnment of this approach might yield quite
precise results.

D. Interpretation of the Absolute Calibration

Consideration of Fig. 8 shows an important point, namely, that the
curve for the 6 per cent solution and the curve for the 3. 5 per cent
solution are about the same when plotted in terms of r/hf or a/hef
where hf is the final dry thickness of the film. This plot has been
made as Fig. 9. As would be predicted from the model discussed
previously, for a/hi < 0. 5, the droplet is entirely below the surface
and is undistorted, air 1 . For larger droplets there is distortion



and a/r > 1. Both the 6 per cent curve (corresponding to b Z30) and
the 3. 5 ,;or cent curve (corresponding to hf = 10p) are the same, to
within the accuracy of the measurements on which they are based. One
would hypothesize that, as a reasonable first approximation, the same
relation holds for other F ormvar solution concentrations.

The curves for various concentrations will be a unique function of
a/hf 2Bly if the original wet solution thickness is of no importance. For
the 6 per cent solution used here the original wet solution thickness is on

the order of 40 0 p, while for the 3. 5 per cent solution it is on the order of
1360P. The curves of Fig. 8 would not coincide if plotted vs. a/ho , whereI ho is the starting film thickness. Apparently the final shape of the
droplets is determined by droplet size and the F!ormvar solution details

after the solution has evaporated until it is considerably more concen-
trated than 6 per cent. Therefore the initial concentration is of no

concern (except for other problems such as film coating, complete
[ encapsulation, flocculation, blushing, etc. ).

When the calibration factors shown on Fig. 9 are compared with the

nomograph of Fig. 7, derived from the simplified theoretical treatment,

another factor becomes evident. For thick films, where a/hf is not
much larger than one, the final distortion is in agreement with theory for

rather low ýfF/A/ YF/w ratios -- ratios which imply a very thick
solution from which almost all the solvent must have evaporated. This
will of course come about because until the concentration is thick, the

film thickness will exceed the spherilal droplet diaeter. For thin
films (or large droplets) where a/hf is large, say 5 or 10, the final
distortion is in agreement with theory for higher "F/A/ I v/W ratios --
ratios which imply a rather thinner solution. It is presumed in this
second case that the Formvar cap gets stiff, from evaporation, rather
quickly; thus the shape and hence the calibration ratio a/r is determined
by the stiff cap while the main solvent film is still not very thick.

The mean curve of Fig. 9 can be considered as the basic calibration
for chloroform solutions of any starting concentration. In a practical

case, hf can be measured from the film and then Fig. 9 used to find r
for the values of a encountered. In actual use, hf will be found to be

rather constant, and so fromn Fig. 9 a family of curves resembling those
of Fig. 8 can be derived. From this plot, r can be read off directly
from a on the appropriate concentration line.

The absolute calibration has been done only for chloroform solutions.
For ethylene dichloride, one calibration is available frorn MacGready
(1962). F'or the droplets studied, a = 15l., and r = 10P, a/r = 1.5 .
The film thicknesq was not known accurately. It was estirnated at 1 0 la.
If it had been 6OL , this point would fit perfectly on Fig. 9. The ethylene



dichloride would be expected to have a somewhat different calibration
than the chloroform, because of the differing surface tension rat.ios, but
as implied by the theori-tical calculations the effect should not be large,



IX. CONCLUSIONS AND RECOMMENDATIONS

The unique value of the continuouo r'orrmvar collection principle has been
ostablished over the last three years of development, In its most efficient
form, it collects solid and liquid particles In a mannier which permits
relatively easy analysis. Somo collection !schetne such au this seems to be
the only satisfactory approach to measuring small ice crystals on cloud
physics research programs; the shape of the crystals io desired, as well as
size (Which must be defined with respect to ishape) and concentration. For
droplet measurements, the Fornivar technique, is good but sonae other optical
method is a. possibility. The optical method, light scattering or light ahadow,
measuros the droplets in the air, avoiding some collection efficiency problemis
,as well as avoiding droplot distortion and breakup on ai surface; also in some
cases the data acquisition is electronic and so further data reduction is
,unnecessary. The continuous collector is simpler than optical methods, and
more convenient to carry in small vehicles. In summary, the measurement
of ice crystals apparently requires the continuous collector, and the samne
device Is effective for droplet measurements although competitive systems
are a possibility.

The most basic problem with the continuious sampler is that, although in
final form the device is relatively simple, it is based on many complex
factors and intoerrelationships (nonlinear viscosity and surface tension varia-
tions in coating and encapsulations, various contradictory requirements for
rapid evaporation of solvent without blushing or crystal melting, etc. ). From
the development studies it is apparent that all of these practical problemns are
solvable, because all hiave been solved at onc time or another. The difficult
matter is to find a comnpro.mise which solven them all simultaneously over a
broad range of atmospheric situations with adjustments which are not finprac-
tically critical. For the optimumw collection of droplets one configuration is
best, while for the optimum collection of crystals, another collection i:3 best.
Collection of droplets and crystals simultaneously has been performed very
effectively, and in the opinion of the authoz:ý the present type of apparatus is
capable of doing thisq reliably over the desired meteor'ological range with a
single instrument provided many miore systemaztic field development tests arc
conducted.

Experience with the present units of course has created ideas of how
future designs can be improved. One suggestion to make the design require-
ments less critical is to give the filmn two separate parallel coatings, one of
a type optimiized for droplet collection, the other optimized for crystal
collection. It would appear that the techniqu~e of vapor softening of precocated
fih-a warrants further conisideration. It should be inoro quanititative 11nd
controllable than the normal coating whecel or dipper tank methods, and ml-ay
offer enough advantages to *jtstify the additionald developmrent effort required.
rthe sampler probe and qlot may conveniently be- altercd to a configguraijion ini



Which the film mnoves around ýtn idler whool and the slot lctos droplets impact
during About 30* of the idler rotation. The film would not have to be curled,
as it iv in the present tubular configuration, and the collection efficiency
could be slightly improved., One could not then emiploy the ut~andard Cylinder
collection efficiency calculations, but now ones arc derivable.

Any system, whether substantially now or merely an adaptation of the
prosent one, requiroa a oeriev of systernatic tooto &t various air speeds and
Ambient te-n Peratures with vnxious tsolution concelntrations, With various
amnounte, of drying heat, for collecting both crystals and droplets. A final.
version, if made to cover a wide meteorological range, will have Contxrollable
henters (initially controlled manually, Later autoxnatically). The nkunber of
interrelated variablev means final developnment must bu by empirical testing.
The tests to date have shown that operntion of the collector becomes more
difficult as the speeds get above about 150 knots because the sort of Formvar
film which collects and replicates best is not so effective in minimizing
blowoff. F~or higher speeds it thus seemns that the lower speed unit should be
used with a diffuser system which locally slows the air flow irapinging on the
collector. The diffuser is aarodynarnic Ally simple, to desgign, but it will
complic ate the calculation of collection efficiency.

Counting and sizing methods have not been treated in this report because
they are secondary to the problem of obtaining good replicas. Thc simple
counting techniques associated with projecting tho film by a stop-motion
16 mm projector and counting by hand have worked well. A fair qualitative
measure of particle numbers, size.q andi types can be founds aurprsin)'t1gy
quickly by this method. In fact, even movie projection at 16 frames per
sec ond conveys signific ant inform ation. Quantitative inca uroninents take only
a few mninutes por frame, a time which is so short that the development of
automatic techniques to cut down the time is hardly justified now.

The absoluto calibration tcchniquo doocribed in this roport shows that one
of the primary questions pertaining to this collector inethod has been solved
in principle. More detailed calibrations using the same mnethod ohould be made,
hicluding test's at various temnpe~ratures and 1Forinvar concentriations. It
would be satisfyinig to make some basic mnicroscopic studie.-s of the true
physical shape of tho distorting droplets, but it appears 4uch studies may not
be needed for practical application~ of the system.

In sunimary, the continuo-us particle. samnpler in its present form produces
unique and useful data unobtainable by any other mothod. More enigineering--
developi-ent is required before the devi~e can be easily applied to a broad
Variety of Meteorological situations".
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Fig. 4. CLOSEUP OF WINDOW AND HEATER
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__TOP RIGHT -DROP SAMPLER ON APAOL11TE

TOP LEFT -SPECIAL PROJECTOR SYSTEMJ IN APACHE SH-OWING CONTROL
BOX AND MAGAZINE
INSTALLATION

LOWER LEFT -APACHE NOSE INSTALLATION
ON FRONT BULKH-EAD WITH

F AIRINGS REMOVED

I Fig. 5. SAMPLER INSTALLATION IN APACHE, 1963
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Inco0m in g
Drop1'-t

. rDistorted Drople!.t
FYorrn var

Fig. 6. SIMPLIFIED MODEL OF THE; DISTORTED DROPLET.

The left side of the. picture gives the case for h > b, MWhl
the righit side of the picture gives the case for h < b. For h > 2r
the droplet is entirely beneath the flat Formvar surface, c =;0,

- and the droplet remnains spherical so a =b =r. The dashed linesa
show a more realistic shape of the droplet and Fornivar solution,

-but a shape which is more difficult to treat rrathematic ally.
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APPENDIX A

PROPIRTIES OF MATEtUALS

For convenience, certain properties of the materials involved in the
continuous particle sampler are collected here. The dato sourcos are
primarily Lange's "Handbook of Chcmistry" and "Properties and Uees of
Butvar and Formvar", Shawinigan Resins Corp. p 1963 (Springfield 1, Mass.).
Figure A I ournmarizes the vapor pressure-temperature curve, for
chloroforin, ethylene dichloride, and water. The curves emphasize the fact
that the chloroform is much more volatile than the ethylene dichloride (by a
factor of 2-1/Z or 3), a fact which is particularly important in the evaporatioll
of solvent at cold temperatureo.

L thylene
Chloroform Dichloride Water
(C H C:I$) (Cal14 Cl) (H 2 0)

Melting Point -63. 500 -35. 5C
Boiling Point 61. 26"C 83. 51C
Density (Room Temp.) 1.47 1.25 1.00

(gm/cc)
Specific Heat (cal/gm) 0,232 at 0°C 0. 301 at Z0*C 1. 00at 15"C

0.226 at 15"C
0.234 at 20 0C

Heat of Vaporization/
Condensation gr- CaLg. . 64 4 .7.... 85. 3 at 0C 584. 9at 40C

59, 0 at 61.50C 77.3 at 8Z. 3 0 C
Solubility (in 100 gm of 1. 0 cc 0. 9Z cc

water at 150G )
Viscosity(millipoise) 7.86 at -10 0 C 11. 322 at 0°C

6. 99 at OOC 8. 385 at 20"C
5. 63 at 20"C 6. 523 at 400C
4. 64 at 40*C 4. 357 at 80'C
3. 89 at 60Gc

Srface Tension (dyne/cm)
of Material-Air Interface 28, 5 at 100C 33. 6 at 10'C

27. 1 at 20°C 32. 2 at ZO"C
Z1.7 at 60"C Z4. 0 at 8 0 'C

Viscosity and surface tension of the mixtures of Fornivar in the two
solvents are discussed in other appendices.
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The loader film on which tho Formvar solution is placed preautnably
has a specific heat in the 0. 3 to 0. 5 cal/gm range. Other proportes aore
listed in the main body of the report. This material is Gronar. P-40A
Leader, Polyester Photographic Pilm Base, obtained from duPont,
Wilmington, Delaware.

The Formvar used for the collector is type 15-95E. Specific gravity
is listed at 1. Z3 (MRI measurements, 1. ZS). Viscosity of 5 per cent sohttion
of Formvar-ethylcno dichlorido at ZOC was determined by Shawinigan Resins
as 40 ý 60 centipoiao with an Oswald Viscometer.
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APPENDIX B

SURFACE TENSIONS

The surface tension of the liquid water droplet to the Formvar solution,
and the surface tension of the interface of air to the Formnvar solution are both
fundamental quantities in determining the final distortion shape of the droplet
and hence the replica diameter. Sin, . these quantities were not available
from literature, experiments were set up for their measurement. It turns
out that the most pertinent information for droplet distortion comes from
measuxements at high concentrations of the Formvar-solvent solutions, but
the measurements are difficult at the high viscosities encountered. The
results given here are for 10 per cent and thinner concentrations.

The air-Forinvar surface tension was obtained by the standard Du NoUy
ring method. The details of the method are described in "Interfacial
Phenomena" b- J. T. Davies and E. I. Rideal, Academic Press, 1961.

The variation of surface tension with temperature was experimentally
verfied as being small (the temperature variation of surface tension for the
solvent without Forrnvar to air is shown in Appendix A). Therefore, for
convenience, all the surfact tension tests were conducted :0 normal tem-
peratures (20GC to 25 0 C). Each re&ding is tIhe average of five tests.
Reproducibility was good.

Table I lists the values of tF/A (surface tension in dyne/cm for the
Forrmvar-chloroformn and Form var -ethylene dichloride solution to air
interface).

TABLE, I

Per Cent Chloroform &tthylene Dichloride
Solution F 'A UJAIidyn t,_dne/cm

0% " '

1 27.35 30.8
2 27.49 31.5

3 27,77 31.4
Z7.31 31.8

10 Z9_46 32.0

A plot sf t:¾, above data wv•iN -how slt.pc• changes -which w-ohld be son,,e-
what un':; ne -ed in natu•r-l data, ai-d ore might a:.-ut nte- these clhanges to be



related to the experimental technique, In any case, the surface tension is
very constant over the range of solutions. The values are in close agreement

with the 0 per cent values reported for ZO0 C in Lange's "Handbook of

Chemistry": 27. 1 dyne/cm for chloroform, vs. 32.2 dyne/cm for ethylene

dichloride.

The water-Formvar 4lution surface tension was obtained by the drop

rise method, the upwa. u analog to the downward drop-weight method as

described in Davies' and Rideal's "Interfacial Phenomena", Table II lists

f1fFW, the results for the water to Forrnvar -chloroform and Formvar-

ethylene dichioride solution interface.

TABLEi II

Per Cent Chloroform Ethylene Dichloride

Solution YF/W dyne/cm -)r F/W dyne/cm

0% 32.7 30,6
1 20.6 16.3
2 19.9 16. 1
3 21.3 18.0

5 30.2 ZO. 1
10 63.6 41.5

The same measurement was attempted with tb-, ')u Noily ring method, with

water overlying the Formvar solution, but thid Lechnique proved impossible
to make sufficiently quantitative. The tests for chloroform did duplicate the

minimum for the 2 per cent solution, but gave values which were between

10 and 80 per cent too high.

The surface tension values are involved in computations in terms of the

ratio of surface tensions,

Y F/A

Value.i of this ra. are plotted on Fig. B 1.
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APPENDIX C

VISCOSITY MLDASURJMENTS AT VARIOUS CONCENTRATIONS

Introduction

The viscosity of the Formvar solution is an important factor in per-
mitting or preventing flocculation, in minimizing spreading or blow-off of
the Forinvar film material, in determining the thickness of the film deriving
from a particular coating wheel configuration, and in determining the
solution concentration at which the droplet distortion becomes fixed. There-
fore measurements of viscosity for various solutions and temperatures were
made. None of these data were available from literature.

Measurements with Ethylene Dichloride

The viscosities of several concentrations of Formvar dissolved in
ethylene dichloride wcro measured at various temperatures using Gannon-
Finske viscometers per ASTM Method D455-60. The Cannon-Finske
viscometer consists of a glass bulb reservoir connected to a glass capillary
tube. The time required for the reservoir to empty through the capillary
tube is proportional to the viscosity of the liquid. Quantitative results are
obtained by determining the calibration constant of the viscometer and using
equation (1).

Kinematic viscosity (in centistokes, cs) = Ct (1)

C = calibration constant in cs/sec
t = efflux time in sec

Kinematic viscosity values can be converted to Saybolt Universal Seconds as
shown in Table I.

TABLE I

CONVERSION OF KINEMATIC VISCOSITIES TO SAYBOLT
UNIVERSAL SECONDS AT 100LF

Kinematic Viscosity (cs) Saybolt Universal Seconds
6 45.6
8 52. 1

10 58.9
20 )97.6
30 141.3
40 186. 3
50 232. 1
60 278.3
70 324. 4



Note: Values between those listed can be obtained by linear
interpolation.

For kinematic viscosities above 70 cs, equation (2) can be used at 1006F.

Saybolt universal seconds = kinematic viscosity (cs) x 4. 635 (2)

The constant multiplier has the value 4. 667 at 2 10°F. Since the variationI with temperature is small,the values listed in Table I and the constant of
equation (2) will be used at all temperatures in the range -4°F to 1Z0 °F.

An uncalibrated viscometer can be calibrated by comparing with a
calibrated unit at a given temperature and fluid. Both units are filled with

j the same fluid and placed in the same water bath and the individual efflux
times measured. The unknown calibration constant is given by equation (3).

tc Cc= c (3)
tx

Gx = constant of uncalibrated viscometer
tx = efflux time of uncalibrated viscometer
cc = constant of calibrated viscorreter
tc = efflux time of calibrated vis-a c,,-.eter

One calibrated viscorneter was purchased (Viscometer No. Z00/L134, Cannon-
Fenske-Ostwald Type) with which to calibrate three unknown units. The
constant varies slightly with temperature, e.g., 0. 0923 cs/sec at 100°F and
0. (090 ca at, 21c a 0F. 1 is variation was neglected as too small to affect
significantly our results and, therefore, calibration dataware taken at various
temperatures in the range 50'F to l10°F without correction for temperature.

"The efflux time should always beŽ2 Z00 sec to avoid errors introduced by
timing of the meniscus passage past the fiducial marks and turbulence of the
fluid in the capillary tube. This condition was not always met since the
number of viscometers was limited to four (4) to cover the whole viscosity
range of interest. However,all datA were consistent and produced smooth
curves indicating negligible error was introduced by using effltx times less
than 200 sec.

Density measurements were made at 70'F for the different concentra-
tions of Forrnvar-ethylene dichloride. For solutions from 0 per cent to
7 per cent the density is 1.25 gm/cc; for the 10 peo cent solution the density
is 1.26 gm/cc.

The viscosity for various concentrations and v:arious temperatures was
measured with the four viscometcrs after the calibration constants had been
established. The results in three units are given in Table lI.
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TABLE II

Formvar Con- Temp. Centistokes Centipoises Saybolt Universal

centration (%) (*IF) _ Seconds

0 56.0 0.73 0.91 _Z818
1 40.0 2.95 3.68 36.0
1 64.0 2.21 2. 76 33.6

1 82. 5 1.87 Z.34 3Z. 5
1 94.4 1.41 1. 76 31. 1
2 39.0 8.05 10. 1 52.2
2 70.0 5.49 6.86 44.0

2 109.5 3. 86 4.83 38.9
3 3Z.0 30.2 37. 8 141.0
3 45.0 22.4 28. 0 109.0
3 70.0 15.2 19. 0 77. 5

3 94.0 11.4 14. 3 64. 1

3 109.5 9.6 Iz. 0 56.9
5 41.0 113. 0 141. 0 524.0
5 64.0 69. 6 87. 0 323. 0
5 81.9 51.4 64. Z 239.0
5 118.5 30.4 38. 0 142.0
7 54.0 232. 0 29Z. 0 1080. 0
7 74,1 157. 0 196. 0 729.0

7 86.0 IZ6. 0 157. 0 585.0
7 99. 0 101. 0 126. 0 469.0

10 45. 0 1730. 0 2160. 0 8020.0
10 63. 0 992. 0 1Z40. 0 4600. 0
0 7. . 3. 700 878. 0 3260. 0

10 115.7 357. 0 446, 0 1660. 0

These results, in Saybolt U,,iversal Seconds units, are presented on Fig. C 1..

Figure C 1 is plotted on ASTM Viscosity-Temperature graph paper (see
ASTM. Standards, Part 7, Standard Viscosity-Temperature Charts for Liquid

Petroleum Products, D341-43), The coordinate lines are arranged such that
petroleum oils appear as straight lines, thus allowing one to obtain a
complete curve from only two viscosity measurements at two different

temperatures. All of the Formvar data points lie along straight lines,
therefore the Formvar solutions are assumed to "act" like petroleum oils

over a limited temperature range, e.g., 0°F to 130°F. Measured points

and the resulting straight lines in which Forn:ivar concentration is a para-
meter are shown in Fig. C I. Using these curves it is possible to produce a

second set of data points and curves in which temperature is the parameter.
This has been done, and the results are shown in Fig. C 2.
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ShawiniganResins Corp. liut6 the viscosity of 5 per cent Formvar-
ethylene dichloride at Z0°G as 40 - 60 centipoise. Their 5 per cent solution
is actually 5/105 or 4. 75 per cent. From Fig. C 2, and the conversion of
Saybolt Universal Seconds to centipoise*, the present measurements give
58 centipoises, within the Shawinigan range, Lange (1956) lists viscosity for
ethylene dichloride alone, and the measured value in Table II is in agreement.
The Shawinigan manual plots viscosity variations for various concentrations
of Formvar - 60/40 Toluene-Ethanol (95 per c-nt). The Shawinigan curves3 and Fig. CZ both show the viscosity increasing by a factor of 10 from 5 to
10 per cent concentrations.

Chloroform Solutions

The viscosity of Formvar-chloroform solutions was not measured
because it was felt that to the accuracy required thi s could be estimated
from available data. As shown in Appendix A, the viscosity of chloroform
is about two-thirds that of ethylene dichloride over a sizeable temperature
range. For Formvar-chloroform solutions, therefore, it is assumed that
the viscosity is somewhere between two-thirds and one times the value for
the same Formvar -ethylene dichloride concentration as shown on Fig. C 1
or CZ.

The density of dilute chloroform solutions is 1. 47, lowering to 1. 45 for
a 10 per cent solution.

Reference

Lange, N. A., 1956: Handbook of Chemistriy, MvicGraw-Hiii, N.Y.
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APPIEN)X D

CHLOROFORM VAPOR ABSORPTION INTO FORMVARt
AND ITS E2VAPORATION FROM FORMVAR

introduction

One approach to the continuous prarticle collector is to use precoated
film and soften the Forinvar coating by passing the film through a charnber
containing solvent vapor. This m-ethod would be the continuous -analog to the
vapor method presented by Schaefer ( 196Z). HT-Indniani (1963) has developed
the continuous vapor method to capture particler, settling by gravity. The
expected virtues of the system are a) the method avoids bulk liquids in the
softening area and so should minimize the presence of bubbl-eS And also
decrease the sticking of the film- fromn solvent-F'ormva-r dripping, and b)
the technique should -aid in making the F'ormvar softening mnorc quantitative
and controllable. The mnain disadv'antage might be the difficulty of getting
the Fornivar softened quickly enough for A continuously operating system.
To examine this potential problem., some crude experiments were set up to
measure the rate at which chloroform (the fastest acting of the available
solvents) would soften the precoated r-ormvar film. The experimental setup
also afforded the opportunity for measuring (again crudely) the rate at which
the solvent evaporates from the film, and so these tests were also made.

Measurement Technioues

The apparatus consiste-d of a sensitive analytical balance to m-easure the
amount of vapor in gramis, a cold chiamber to samrple or expose thle different
toinperatures, and a vapor chamber (a container with chloroform -soaked
blotters) to keep thie enviromnent saturated with re-spect to CJACl5 vapor,
The va-.por chamber was a pint therm-os bottle, with a centimeter of liquid
chloroform in the bottomn and corrugated cardboard up the inside to conduct
-the solvent throughout the chamnber, The experimental technique was finially
standardized to the followving;

1. The Form iv-br is applied onto 16 ini film as uniformly 1s possible.

2.The film is weighed before and after the r-orm-var is applied in
order to detern-ine the amnount of Formvar. (All thc tests are
done by weight, so film length is iimm-aterial, Filmn lengthto of
about 3 cii we re used.)

3. The exposing of the film to vapor is oxecuted by bringing thec
v-apor chamnber up under the filin m-id then noting the rate of

D-1



absorptlon by kooping ?ho balance at zero by adding weight.
The best w~ay to noze thlaiorto rate is to aot the balance
0. 002 grn too heavy and note the time for thir; weight to be
attahied, This pre -weighting is continued by adding weight in
0. 00Z gm units ufttil equilibrium 1Is reachod. This will then
telt howv much vapor was absorbed and how long it took.

Th e evaporation rate. of the vapor can be determined by uetting the scalof Q. 002 gin too light, withdrawing the vapor chamber, and noting the time for
that weight of oolvent to be evaporated. Con~tinue lightening the weight by
0. 002 gmn amrounts until equilibrium it; reachedl. Squilibriurn shiould be nearI the initial weight of the Forrmvar (dry) plus finm. The plotted results for
evaporation showv considerable scatter, but they are sufficiently consistent for
mooting the ain-s- of the experim-ent.

The absorption tests might n-ore properly be called condensation tests.
The .aolvont does end up within the F orraivar material, but whether it getsI there directly from the vapor formi or first condenses on the surface is9 not
known. Presumably the n-Lecharvism involves condensation wvhen the film- is

relativeiy cold and the vapor is removed from the air quickly.

Results

Figures D 1, DZ, and D 3 give the results of the measurnwments. They
all pertain to precoated filrn made with -i coating wheel and a Form-var-
ethylene dichio~ride solution. Figure D I is for a one per cent solution. while
D2 is for a 5 per cent solution, The actual dry Forn-var thickness varies
somnewhat with the solution viscosity during coating, and so vaIries non-
Ilainerl vwiiuh One percenuage s-olution, -ind v-iine s With ille temnperatureIbecause of the viscosity -ternperature effect. Typically, a 5 per cent
-oolution will dry to a thick-ness on the order of I p. Thc mnaxim-uni vapor
abcsorbed has a wveight of about three oi- four times the dry rori-nvar. ForIthe experiments discu.ssed here, short. lengths of film- wore used (bar<e
uncoated film weight about 0. 21 gin). The one per cent coating Was about
0. 0035 gma, and absorbed a max-Eimum of abouat 0. 013 grn of chlorofor"I VaporI (see Fig. D 1); the 5 per cent coating wns three timnes as thick, about 0. 0.1 gin-
and absorbed about 0. 03 gnm (se(_ Fig. DZ).

I Thc absorption toests involved surrokinding the dtry Minm, which had
reached -0O'C in the cold box, with a solvent vakpor atm-osphere at anxother
wariner temperature, :qay 00 C(for the ev-iporation tests the vapor chiamber
w wAs r.Žmrovcd and the soft coatcd film t.xposcd again to the amrbient cold box
teirperature). During the first few Mrorments, the tempo rature di(fferenjce,
20*C in this case, would cause rapidl condensation (or absorption) but then

the filro would heat (due both to coindiesat ioni and conduction and porhiap,- some
silight convec tion ) kintil the absor ptimi rate becarne slow. Tho' ir~itial rate can
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be estimnated fromi r-igu. TJ)I and 1)Z, esPecially Well froml D 1, Referring
to Fig. 1) 1, preaut-ably the heat of condensation provides tile major lim-itatioin
in the firot .30 seconds or so. The rato; is roughly linear to that point. The
initial rates are not directly proportional to the vapor preaskute difference
between the amnbiunt and fiblm tormperature. For example, the r-ate for the
IZ'C chamnber (AT =320) is only twice the rate for tile -1 I C chamnber
O~T = 9"). After about 30 seCconds the rates of absorption are linear, with a
different slope,.n curl tf a~bout the sarne for all starting temperatures, This
iinplies that the films are then all at the sai-e tempe rature, say on the order
of a degree warmer than the arnbie.nt vapor, As might be expected, tile
initial riateis for the 5 per ceiit Forrnvar coating of Fig- D 2 are only slightly
greater than tile corre;ponidlng rates for the one per cent Forrnvar coating of
Fig. D 1. For the 5 per cent case the total absorbhed is of course greater than
for the thinner fil1m, Onl F igs. 1)) and D 2 the "Average .ierceiitage Sol~ution
Throughout Filmn is given as in alternate ordinate scale. It can be noted
that the thin filrn, 1Fig. D 1, gets much mrore quickly to a particular average
thinness of concentration.

Thus, in terms of qoftening, the film from thle one per celit Fornivar
softeris more quickly than the thicker film from the 5 per cent Formvar, an
effect whlich has been noted qualitatively in tests wit~h droplet collection using
vapor softening of Fornivar.

The vapor method of softening pres-umnably provides a gradation of
percentage solution across the Fori-rivar film, with softer (or more liquid)
filmn in the outer layers. fVor (lhe Fornivar solution to flow over a droplet,
the solution may have to be as dilute as 15 or 20 per cent, which dilutiun must
therefore be exceeded at leatt on the outer iayor of the Form var.

In summary, vapor softening 6eem-s to be feasible in somne cases, part-i-
cularly with very thin Forrnvar coatings. These thin coatings can be expected
to give nicely detailed replicas. The vapor source. mruEt be kept considerably
warmer than thc filn-i in order to have sufficiently rapid absorption. If thle
dry Formlvar is lpi thick, for a steady 30'C Itemrperature differential, perhaps
30 seconds of abaorption would be adequate (thle average concentration might
be about 25 perv cent, but the surface might be sufficiently soft). This is an
inconveniently long time for a continuouis air'borne samlpler, bukt not irnpossiblf-
A thinner Forrnvar co-ating -would soften mnore quickly, bot would also harden
so quiLckly in tile air blast. duiring collection that it n-ighlt prove imipractical.
Absorption would be fastest kvirl a high absolute ternperature for both film
and solvent vapor, anid would lpr'surmably be speeded by A forced draft.

F'igure .D3 shows the Form-nvar h.-rdening (solvent evaporation) from the
same fills usedJ in thle nbsorption tcsts. The most interesting part of the
curver, i.- the portion peuta iniiig to tshort time wtetrval s. Unfo rtmnately thereQ
-a1- no1 data it shlort tirne in ter'Va-1s. H-owev'er, thle evaIporiation sotup was an
cexact- reversc analog to thle adsorption cxperim cat, and thle curves on Fig. D 3
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% are almost mirror images cf Figs. D I and D1 . Thus the short period data
of the absorpLion curves can logically be applied to the cvaporation estimates.
For the thicker Formvar, the total evaporation is greater, but: the relative

hardening is slower.

"In conclusion, for a continuous airborne collector some heating appears
ncccssary for operation at cold tem peratures to harden the film before it
reaches the take-tip reel. Forced ventil.ition would speed the hardening. The

I vapor must be removed continually to afford maximum hardening.

All these tests were rnade with chloroform. With ethylene dichloride

the absorption and evaporation would all proceed much slower.

References

Hindman, L . E. , 1i, 1963: Continuous Sampler for Settling Particles.
Submitted to Bulletin dc I'Observatoire du Puy de Dome, November.

Schaefer, V.J. , 1962: The Vapor Method for Making Replicas of Liquid and
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APPL'NDIX 0,

WICK DESIGN CRITERIA

This appendix summarizes investigations which were carried out in
support of a wick coating system. A large portion of the following informa-
tion was taken from the "'Americ.an Institute of Physics Handbook" ( 1957). The

subject covered is fluid-flow properties of porous media.

Lit,, of synmbols:

P PCrccnta-gc porosity
K< Pe rme-ability

V VAumne of fluid crossing unit area per unit time

1 Shear viscosity
K' K/il
R Reynolds number

o Fluid pressure

P is a measure of the fluid capacity of a porous nmedium. It is defined
as the percentage volume of voids per unit total volume. in dealing with the
flow properties of a porous mediumr one is concerned with the percentage
porosity actually available during flow, i.e. , the relative amount of inter-
connected pore space. Therefore, the available porosity (Table I) may be

so(mewhat less fltan the total porosity calcul:ted from the density of the

Permeibility K is a measure of tho case with which a fluid flows

through a porous medium under the influence of a pressure gradient. It is
defined from the c1p!re' ,'clation 'kown as Darcy's Law in the following
way: If v is the volunie of fluid crossing unit area per unit time under the
prcessure gradient dP/dx, for small values of N , one finds empirically that

K ' - (1)
Tx

where K' is a constant dependent on both the fluid and the medium. It is
found further that the constant K' can be written as K' = K/ri, where n is
the coefficient of shear viscosity of the fluid, and K is by definition of the
permeability. Defined in this way, K is practically independepnt of the
properties of the fluid and depends only upon the character of the porous

structure.

E -1



If a Rcynolds nunber is defined -is I t v=/i (where .ý i- the fluid
density and (-i) is a length characteristic of the porous mtructu,'e, such ie the3 average- pare size, it is found empirically Lh-t Da--cy's Lctw is given above
holds for R less than about 5.

i Many attempts have boen made to calculate perruabilities in terms of
more fund.rmcntal properties of the meditun, but in general this h-as not met
with ..uccess, and K is usually looked upon is -i par-u-iwtur which can beSknown only by direct measurement. Consequently a porous structure will
have a permeability of one darcy if ful,,;r of one centipoise viscosity the
volume flow is I cc per square centimeter area under a pressure gradient

of I atmosphere penr centimeter. Permeabitity measured in darcys c0n be
conv2rtcd to a s,.,-consstent es syiti,-r of units by the 1ALion

1 darcy = 9. 8697 x 10-9 poise (centimeter per second)

(dynes per cmn)

TABLE I

f TYPICAL FLOW PARAMETERS OF SOMZ POROUS MATERIALS

Material %,Porosity Pernieability) darcy,
r
I Graded sand: 30-40 mesh 40- 345

40-50 mesh 40 66
50-60 mesh 40 44
60-70 mesh 40 31
70-80riesh 40 26

Fine heterogeneous sands 30 - 35 1 - 10
Silts 35 - 45 5 - 180
r .... C . ..... 35 - 70 0. 01 = O. 1Sandstones I0 - 20 0. 01 -1.0

Acoustic absorbing mnaterials 90 - 95 35 - 180
Hair felt 95 900

- Note: The permeability of a given type of porous substance varies widely
depending upon such factors as the degree of cementation and the
nature of the interconnections between pores, and so the values

quoted above r'epresent only typical values that have been reported
in the literature.I

Equation (1) can be used to obtain the pressur,• required to produce the
desired flow. It. is assumned that a coating 10 microns thick by 1 cm wide
is applied to the 16 mmn filnm base at a linear speed of 7. 62 crm/sec (3 in/sec).
This requires a volume flow of 7.62 x 10-3 cc/aec. Assuming a wick cross4
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section of I Cn-.m 0. 4 Cr-I provide . wick volume flow (') of 3. 81 x --10
cc /cmn / sec at room temperature a, pressure. The required pro•eisro is
given by

dP d x, vMdP xv (2)

K'

dP d (3)

substitut ing

dx = I cm
ýi = 0. 5 cp ( 1% Formvar solution at stp)
v = 3. 8 x 10 -a ccicmn/sec

K1, 900 darcya (Table 1)

gives

iP =21 dynes/cma (3. 1 x 30- p1i).

This, using a density of 1.25 gm/ml for a I per cent Formvar solution,

converts to a pressure head height of 0. 017 crn. Pressure bead heights
required to maintain a constant flow of 3. 8 x 10"' cc/cm3 I/sec for various
Formnvar concentrations at stp are listed in Table 11.

TABLE It

Forrnvar Viscosity diP Height Solution
Concentration (wt) ( j?) (atmos. (cm)

1% 0. 5 2. 1 x 10-0 0. 017
5 30 1.3 1 10" - 1 .

10 300 1. 3 x 10"-1 10

If the viscosity can be maintained at a level less than 30 cp, then a
reasonable head can be maintained which will insure an adequate flow
through the felt wick. Since the thickness of the coating applied to the film
is essentially a function of the viscosity of the For-rvar solution, only then
a wick with a sufficient presut~re head for the most viscous solution (less

than 30 clp) may suffice for all lower viscosities, since surface tension may
be able to retain the solution at the interface between the felt and the air when
not tn contact with the fil,... Experimn ental tests could be conductid to

determine the leak rate as a function of pressure head to verify this ass~uilp-
tion. In oneration then it is assumed ihat th-e- ^-oatigti within limits

can be made independent of wick size and porosity, the contact. pressure
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betWucn wic!k and 1h lm an-d the lilm ) Lpxd. ThI, coating ihickncss would
Lhcm be a fifrt otrder fur-c-Lion of the viFIcosity of tile i 1ormvar Solution only.

U

The approximate qi-e of the felt hairs is 0. 0025 cm, which givc3 a
characteristic length of the poýrouqS 3tVtrcturc of arofxiMnately 0. 001 cm.I This value when combined with other parmneters indicated below

-a -. 001cm
S3. 8 x 10' cc/cmrI/scc
p 1. 25 gm/mI

- 0. 5 Cp

results in a Rcynoldb ntuiibur fronm equationi (2) of

R I• 0. 5- 10-
Ifl

%which is many orders of magnitude lower than the uppC-r limit of 5. Thus
oquation (1) is applicable to this (toow problem over any realistic felt
porosity, coaLinR spued, solution density, and sohltion viscosity.

I
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